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Agenda 
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ÅWelcome and Introductions ï Lonnie Gregorcyk / Frank Holzmann 

ÅHistory of the Harbor Bridge 

ÅProject Overview 

ÅRecommended / Locally Preferred Alternative 

ÅProposed Structure 

ÅProcurement Schedule 

ÅEnvironmental Status 

ÅGeotechnical/ROW/Utilities 

ÅPort of CC/USCG/USACE Issues 

ÅKnown Hazardous Materials Sites 

ÅProject Funding 

ÅEvaluation/Communication/Responsibilities 

ÅProject Tour 

 



Harbor Bridge ï Project History 
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ÅConstruction began in 

1956 and completed in 

1959 as a replacement of 

a draw bridge. 

ÅOriginal bridge Cost: 

$9,053,523 

ÅAverage daily traffic: 

47,000 vpd 

ÅAt the time of completion, 

the Bridge was the single 

largest project in TxDOT 

history.   

 



Project History 
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ÅThe 620 foot main span is a 

three-span cantilever 

arraignment and flanked by 

310 foot anchor spans.  

ÅPort navigation required 140 

feet of vertical clearance 

above mean high tide. 

ÅDesigned to endure extreme 

weather, the Bridge has 

faced multiple hurricanes 

and tropical storms. 

ÅHigh maintenance costs 

require replacement and 

modernization of the Bridge 

system 
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Project Overview 
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Project Overview ï Proposed Routing Alternatives 
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Locally Preferred Alternative 


